


SONICS

SONICS & MATERIALS, INC.

dimensional data

All Dimensions: Inches (mm)

5% (146.1)“*

model 2050 features

e Single Piece Rigid Cast Aluminum Machine
Base and Column Hub

¢ |ncreased Steel Column Diameter and
Wall Thickness 4

e Single Rail Linear Slide O

* Direct In-Line Air Cylinder H ]

e Extended Center Base to Column Throat 48 (12102) MAX

Depth Distance

42 (1066.8)

* Additional 12” Center-to-Center Lower . S g \ L
Fixture Mount Holes 5% (133.4) TYP

¢ Front Panel Pneumatic Speed and

10 (254.0) MAX

Pressure Controls
| | /1 F / \

e Linear Encoder for Distance Welding (optional = —1 |
g(op ) ath (108.0) |_® M . —| O |_ 1
| ‘,7 25 (635.0) 4" L 14 (355.6) "
specifications, additional — weoms —|
features, and options B 7 : )
Dual Cycle Start Buttons Standard g g ,:,_fg ’ [@}gﬂﬁmmz’
Non-Contact Cycle Start Buttons  Optional g g §I§ ° e °°
Front Emergency Stop Standard I ER °
Head Adjust Counter ' NS °
Balance Spring Standard 14% (374.7) >|

Adjustable Positive Stop Standard OPTIONAL STAND-ALONE HUB
Automation Limit Switches Optional o5 (@552) }
360° Snap-In Stack Assembly Standard - T
Rigid Mount Booster Optional e o % E
Stand Alone Column Hub Optional R 'I
Extended Length Column Optional po f
3.75” (95.3) Column Diameter Standard L 7"2“9°~5’4l ‘Z’
4” (101.6) Stroke Air Cylinder Standard 9(2285)
6” (152.4) Stroke Air Cylinder Optional
Air Cylinder Bore Diameter 2.5” (63.5)
Clamping Force at 90 PSIG 441 lps. i i

(1961n) ! !
Tt Vet e c € A3787 1S0 9001 i i 3 g
Weight 180.5 lbs. RS i i § -

/81.9 kg Sonics & Materials, Inc. Lt . j&

Registered by UL to 1SO 9001
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